(19) 



J 



Europalsches Patentamt 
European Patent Office 
Office europeen des brevets 



(12) 



(43) Date of publication: 

11.07.2001 Bulletin 2001/28 

(21) Application number 01300076.5 

(22) Date of filing: 05.01.2001 



(H) EP 1 115 080 A2 

EUROPEAN PATENT APPLICATION 

(51) lntCl7: G06F 17/60 



(84) Designated Contracting States: 


• Fredette, Melinda Kay 


AT BE CH CY DE DK ES Fl FR GB GR IE IT U LU 


Cincinnati, Ohio 45208 (US) 


MC NL PT SETR 


• Nelson, John Randall 


Designated Extension States: 


West Chester, Ohio 45029 (US) 


AL LT LV MK RO SI 


• Overbeeke, Herman David 




Loveland, Ohio 45140 (US) 


(30) Priority: 07.01.2000 US 175178 P 


28.11.2000 US 724124 


(74) Representative: Pedder, James Cuthbert et al 




GE London Patent Operation, 


(71) Applicant: GENERAL ELECTRIC COMPANY 


Essex House, 


Schenectady, NY 12345 (US) 


12/13 Essex Street 




London WC2R 3AA (GB) 


(72) Inventors: 


• Rosenfeld, John Richard 




Mason, Ohio 45040 (US) 





CM 

< 

O 
CO 

o 



(54) Methods and systems for aviation parts, information and services 



(57) A method, system and apparatus that permit a 
user to order parts, submit warranty claims, and obtain 
product and repair information for aircraft engines and 
aviation parts are described. The system includes a plu- 
rality of servers connected through a network and one 
or more client systems coupled to the network. In an- 
other embodiment, the method includes the steps of ac- 
cessing several database modules, receiving informa- 
tion after the user has been authenticated, updating the 
centralized database with, receiving an inquiry from a 
customer to obtain the specific information, and finally 
retrieving the requested information in response to the 
inquiry. 
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Description 

[0001] This invention relates generally to customer 
services, and more specifically to methods and systems 
for accessing turbine engine aircraft components repair 
order information and services. 
[0002] Manufacturers of aircraft engines normally 
provide repair and inspection services for engine and 
engine components. However, after an inspection of the 
engine has been completed, or engine component parts 
sent in for repair have been repaired, communicating 
the inspection results to engine owners, e.g. customers, 
has typically been a time consuming and potentially 
frustrating process for both the engine manufacturer 
and the customer. Currently communicating inspection 
results from incoming inspections of aircraft engines or 
component parts typically involves reporting the results 
in tabular form, and submitting the reports to customers 
via mail or facsimile. In addition, variations in the inspec- 
tions of different facilities is a source of customer con- 
cern. 

[0003] It would be desirable to provide incoming in- 
spection reports to customers which include information 
in addition to known tabular reports. Since, customers 
often desire photographs of damaged components or 
parts found during the incoming inspections, it would be 
further desirable to have a system capability that pro- 
vides customers with photographs of damaged compo- 
nents or parts found during incoming inspections. It 
would be further desirable to provide quotes for repair 
services, linkage to new spare parts replenishment, and 
inspection standardization to reduce variations between 
repair facilities. 

[0004] According to a first aspect of the invention, 
there is provided a system for ordering parts, submitting 
warranty claims, and obtaining product and repair infor- 
mation for aviation parts, for internal users and external 
customers, to improve communication and customer 
satisfaction, said system comprising: a device; a server 
system which includes a plurality of servers and secured 
based on pre-detenmined criteria, said server system 
connected to said device and configured to receive in- 
formation from a user via said device, said server sys- 
tem further configured with at least one of an Online 
Spare Parts Module, an Online Product Support Mod- 
ule, an Online Overhaul Communication Module, an On- 
line Warranty Module, and an Online Component Repair 
Module; a centralized database, said server system 
configured to be coupled to said device and said cen- 
tralized database, said server system further configured 
to: access at least one of an Online Spare Parts Module, 
an Online Product Support Module, an Online Overhaul 
Communication Module, an Online Warranty Module, 
and an Online Component Repair Module, all modules 
located on a plurality of servers of the aviation parts and 
repair system; receive aviation parts and services infor- 
mation after the user has been authenticated by the sys- 
tem based on pre-determined criteria; update the cen- 



tralized database with the aviation parts and services 
information; receive an inquiry from a customer to obtain 
the aviation parts and services information after the cus : 
tomer has been authenticated by the system based on 
5 pre-determined criteria; and retrieve the aviation parts 
and services information from the centralized database 
in response to the inquiry. 

[0005] The server system may be configured with the 
Online Spare Parts Module and the system may further 

10 be provided with a searchable online catalog for spare 
parts and may allow users to order spare parts and ob- 
tain information on parts orders. 
[0006] The Online Spare Parts Module may be further 
configured with an order manager, said order manager 

is being further configured with a customizable user inter- 
face including at least one of a fully searchable catalog 
user interface, an order submission user interface, an 
inventory availability user interface, an order tracking 
and account status user interface, an order approval us- 

20 er interface, an order fulfillment user interface, an ac- 
count-specific pricing user interface, and saved order 
templates. 

[0007] The searchable catalog may be configured 
with lead time, part availability, alternative parts, wheth- 
25 er the part has superceded other parts, whether or not 
that part has been superceded by other parts, and the 
part's history. 

[0008] The Online Product Support Module may be 
further configured with technical documentation inciud- 

30 ing service bulletins, an illustrated parts catalog, engine 
shop manuals, standard practices manuals, engine data 
submittals, fleet highlights, and graphical reports con- 
figured to chart responsiveness to customer needs, said 
technical documentation configured to be user custom- 

35 jzed thereby only allowing access to technical documen- 
tation for engines and parts which that user already 
owns. 

[0009] The Online Overhaul Communication Module 
further may be configured with: information on a cus- 

40 tomer*s overhaul jobs once engines have been submit- 
ted to the repair shop; and information on engineer en- 
gine analysis, an engine receipt report, digitized photos 
of defective parts, a missing-at-incoming report, an ini- 
tial cost estimate report, and an initial findings report, all 

45 related to overhaul jobs. 

[0010] The Online Warranty Module may be config- 
ured to: allow users and repair shops to submit warranty 
claims; and view claim information, the claim informa- 
tion being access limited by customer. 

50 [0011] The Online Component Repair Module may be 
further configured with an online catalog, a repair order 
status, contact information for receipt of customer E- 
mail, and links to web sites of shippers, said online cat- 
alog configured to allow a user to view what repair serv- 

55 ices are offered for particular parts, a return time for the 
repair, a description of the repair, customer customized 
pricing information for a contemplated repair and infor- 
mation regarding newly developed repairs and said re- 



3 



EP1 115 080 A2 



4 



pair order status configured to allow a user to view at 
least one of order numbers, open orders, shipped or- 
ders, orders for a particular time period and all orders 
for a particular part number. 

[001 2] According to a second aspect of the invention, 
there is provided an apparatus for ordering parts, sub- 
mitting warranty claims, and obtaining product and re- 
pair information for aviation parts, for internal users and 
external customers, to improve communication and cus- 
tomer satisfaction, said apparatus comprising: a client 
system; a server system which includes a plurality of 
servers and secured based on pre-determined criteria, 
said server system connected to said client system and 
configured to receive information from a user via said 
client system, a centralized database, said server sys- 
tem coupled to said client system and said centralized 
database by a communication link, said apparatus fur- 
ther comprising: an Online Spare Parts Module that pro- 
vides customers with a searchable online catalog for 
spare parts; an Online Product Support Module that pro- 
vides online technical documentation for engines and 
parts which customers already own, including valuable 
information such as service bulletins, an illustrated parts 
catalog, engine shop manuals, standard practices man- 
uals, engine data submittals, and fleet highlights; an On- 
line Overhaul Communication Module that allows cus- 
tomers to obtain information on their engine overhaul 
jobs once the engines have been submitted to the repair 
shop including a detail description relating to the type of 
service required; an Online Warranty Module that allows 
customers and repair shops to submit warranty claims 
and view claim information online; and an Online Com- 
ponent Repair Module that provides an online catalog 
and a repair order status configured with search capa- 
bilities by part number and key words. 
[001 3] The communication link may be at least one of 
a wide area network, a local area network, an intranet 
and the Internet. The apparatus may be further config- 
ured with a Security Module capable of providing with 
the access only after the customers are authenticated 
based on previously stored profiles. 
[0014] According to a third aspect of the invention, 
there is provided a method for the automation of parts 
ordering, warranty claim submission, and dissemination 
of product and repair information for aviation parts, us- 
ing an Aviation Parts and Services System to improve 
communication and customer satisfaction, the system 
including at least one server, a centralized database, 
and at least one client system, said method comprising 
the steps of: accessing at least one of an Online Spare 
Parts Module, an Online Product Support Module, an 
Online Overhaul Communication Module, an Online 
Warranty Module, and an Online Component Repair 
Module, all modules located on a plurality of servers of 
the aviation parts and repair system; receiving aviation 
parts and services information after the user has been 
authenticated by the system based on pre-determined 
criteria; updating the centralized database with the avi- 



ation parts and services information; receiving an in- 
quiry from a customer to obtain the aviation parts and 
services information after the customer has been au- 
thenticated by the system based on pre-determined cri- 
s teria; and retrieving the aviation parts and services in- 
formation from the centralized database in response to 
the inquiry. 

[0015] The step of accessing at least one of an Online 
Spare Parts Module, an Online Product Support Mod- 

io ule, an Online Overhaul Communication Module, an On- 
line Warranty Module, an Online Component Repair 
Module, may further comprise the steps of: accessing 
the Online Spare Parts Module which provides a search- 
able online catalog for spare parts; and allowing the us- 

is ers to order spare parts and obtain information on parts 
orders. 

[0016] The step of accessing the Online Spare Parts 
Module may further comprise the steps of: accessing an 
order manager wherein a fully searchable catalog pre- 

20 sented to the user only after the user profile has been 
validated based on the pre-determined user criteria; and 
then further accessing a customizable user interface in- 
cluding at least one of the fully searchable catalog, an 
order submission user interface, an inventory availabil- 

25 ity user interface, an order tracking and account status 
user interface, an order approval user interface, an or- 
der fulfillment user interface, an account-specific pricing 
user interface and saved order templates. 
[001 7] The step of accessing the fully searchable cat- 

30 alog may further comprise the step of accessing at least 
one of a part lead time, part availability, alternative parts, 
whether the part has superceded other parts, whether 
or not that part has been superceded by other parts, and 
the part's history. 

35 [001 8] The step of accessing at least one of an Online 
Spare Parts Module, an Online Product Support Mod- 
ule, an Online Overhaul Communication Module, an On- 
line Warranty Module, an Online Component Repair 
Module, may further comprise the step of accessing the 

-to Online Product Support Module which includes at least 
one of technical documentation including service bulle- 
tins, an illustrated parts catalog, engine shop manuals, 
standard practices manuals, engine data submittals, 
fleet highlights, and graphical reports configured to chart 

45 responsiveness to customer needs, the technical docu- 
mentation being user customized thereby only allowing 
access to technical documentation for engines and 
parts which that user already owns. 
[001 9] The step of accessing at least one of an Online 

50 Spare Parts Module, an Online Product Support Mod- 
ule, an Online Overhaul Communication Module, an On- 
line Warranty Module, an Online Component Repair 
Module, may further comprise the step of accessing the 
Online Overhaul Communication Module which in- 

55 eludes information on a customer's overhaul jobs once 
engines have been submitted to the repair shop. 
[0020] The step of accessing the Online Overhaul 
Communication Module may further comprises the step 
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of accessing at least one of an engineer engine analysis, 
an engine receipt report, digitized photos of defective 
parts, a missing-at-incoming report, an initial cost esti- 
mate report, and an initiarfindings report. 
[0021 J The step of accessing at least one of an Online 
Spare Parts Module, an Online Product Support Mod- 
ule, an Online Overhaul Communication Module, an On- 
line Warranty Module, an Online Component Repair 
Module, may further comprise the steps of: accessing 
the Online Warranty Module configured to allow users 
and repair shops to submit warranty claims; and viewing 
claim information, the claim information being access 
limited by the customer. 

[0022J The step of accessing at least one of an Online 
Spare Parts Module, an Online Product Support Mod- 
ule, an Online Overhaul Communication Module, an On- 
line Warranty Module, an Online Component Repair 
Module, may further comprise the step of accessing the 
Online Component Repair Module which includes at 
least one of an online catalog, a repair order status, con- 
tact information for receipt of customer E-mail, and links 
to web sites of shippers, the online catalog configured 
to allow a user a user to view at least one of what repair 
services are offered for particular parts, a return time for 
the repair, a description of the repair, customer custom- 
ized pricing information for a contemplated repair and 
information regarding newly developed repairs and re- 
pair order status configured to allow a user to view at 
[cast one of order numbers, open orders, shipped or- 
ders, orders for a particular time period and ail orders 
for a particular part number. 

[0023] The server system and at least one client sys- 
tem may be connected via a network, and wherein the 
network is one of a wide area network, a local area net- 
work, an intranet and the Internet. 
[0024] Thus the invention can provide an Aviation 
Parts and Services System that permits a user to order 
parts, submit warranty claims, and obtain product and 
repair information for aircraft engines and aviation parts 
is described. The system includes a plurality of servers 
connected through a network and one or more client 
systems coupled to the network. The servers provide 
hosting for various pages of an aviation parts and repair 
services website, and databases of user transactions 
and information requests. A user interface is provided 
that allows a user to input and receive information relat- 
ing to aviation parts and repair services. 
[0025] In an exemplary embodiment, a method for the 
automation of parts ordering, warranty claim submis- 
sion, and dissemination of product and repair informa- 
tion for aviation parts, using an Aviation Parts and Serv- 
ices System is disclosed. The method improves com- 
munication to the customer and customer satisfaction. 
The method includes accessing at least one of an Online 
Spare Parts Module, an Online Product Support Mod- 
ule, an Online Overhaul Communication Module, an On- 
line Warranty Module, and an Online Component Repair 
Module located on a plurality of servers of the aviation 



parts and repair system. In addition, the method in- 
cludes receiving aviation parts and services information 
after the user has been authenticated, updating the cen- 
tralized database with the aviation parts and services 

5 information, receiving inquiries from the customer to ob- 
tain the aviation parts and services information, and re- 
trieving the aviation parts and services information from 
the centralized database in response to the inquiry. 
[0026] In yet another embodiment, an apparatus for 

10 ordering parts, submitting warranty claims, and obtain- 
ing product and repair information for aviation parts, for 
interna] users and external customers, is disclosed. The 
apparatus includes a client system, a server system in- 
cluding a plurality of servers and secured based on pre- 

« determined criteria, and a centralized database coupled 
to the client system and the server system with a com- 
munication link. The apparatus also includes an Online 
Spare Parts Module, an Online Product Support Mod- 
ule, an Online Overhaul Communication Module, an On- 

20 Hne Warranty Module, and an Online Component Repair 
Module, all of which improve customer communication 
and satisfaction. 

[0027] The invention will now be described in greater 
detail, by way of example, with reference to the draw- 
ls hgs, in which:- 

Figure 1 is a block diagram of an Aviation Parts and 
Services System (APS); 

30 Figure 2 is a simplified block diagram of the APS; 

Figure 3 is a flow chart utilized by the APS; and 

Figure 4 is yet another exemplary embodiment of a 
35 method flow chart utilized by the APS. 

[0028] Exemplary embodiments of systems and proc- 
esses that facilitate integrated network-based electronic 
reporting and workflow process management related to 

*o Aviation Parts and Services are described below in de- 
tail. The systems and processes facilitate, for example, 
an electronic submission of information using a client 
system, automated extraction of information, and web- 
based assessment reporting and management of com- 

45 ponents, repairs and other services information for sys- 
tem users. 

[0029] The systems and processes are not limited to 
the specific embodiments described herein. In addition, 
components of each system and each process can be 

50 practiced independently and separately from other com- 
ponents and processes described herein. Each compo- 
nent and process also can be used in combination with 
other components and processes. 
[0030] The Figure is a block diagram of a Aviation 

55 Parts and Services System (APS) 1 0 in accordance with 
one embodiment of the present invention. System 10 
includes a first server 1 2, a second server 1 4, and a plu- 
rality of client systems 16 connected to servers 12 and 
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14. In one embodiment, client systems 16 are comput- 
ers including a web browser Servers 12 and 14 are ac- 
cessible to client systems 1 6 via the Internet. Client sys- 
tems 16 are interconnected to the Internet through one 
of many interfaces including, but not limited to, dial-in- 
connections, cable modems, special high-speed ISDN 
lines and networks such as local area networks (LANs) 
or wide area networks (WANs). In another embodiment, 
client system 16 could be any system capable of inter- 
connecting to the internet and including a web-based 
phone or other web-based connectable equipment. 
[0031] System 1 0 provides an online interface (Web- 
site) whereby customers and repair shops can order 
parts, submit warranty claims, and obtain product and 
repair information. First server 12 is configured as a 
website server that generates HTML documents repre- 
senting various web pages of the website are accessible 
by a user using client system 1 6 equipped with a stand- 
ard web browser. 

[0032] Second server 1 4 includes modules 1 8, 20, 22, 
24 and 26 that define and narrow user transactions and 
information requests. In one embodiment, modules 18, 
20, 22, 24, and 26 are Oracle databases. In another em- 
bodiment, second server 1 4 includes catalogs for spare 
parts and available repair services. In a further embod- 
iment, second server 14 is configured with an Online 
Spare Parts Module 18, an Online Product Support 
Module 20, an Online Overhaul Communication Module 
22, an Online Warranty Module 24 and an Online Com- 
ponent Repair Module 26. Access to each module 18, 
20, 22, 24 and 26 is secured by user authorization using 
a light-weight directory access protocol (LDAP). In one 
embodiment, servers 12 and 14, and client systems 16 
communicate with each other through the Internet using 
TCP/IP protocol. In another embodiment, a spare parts 
ordering system 28 is connected to system 10. In yet 
another embodiment, system 28 is, an Integrated Order 
Management System and Spares System ("ISSES") 
mainframe and contains databases utilized by busi- 
nesses to process spare part orders. System 28 is inte- 
grated with system 10 as described more fully below. 
[0033] The LDAP system contains a user profile used 
to provide secure filter data access and presentation of 
information that is customized for that user and based 
on information in the user profile and stored in a data- 
base 30. The user profile stores data specific to each 
user and each user's company. The user profile for each 
user is created by administrators of server 12, and the 
information contained in the user profile is not accessi- 
ble or changeable by the user. Also, specific data that 
is accessible by the user is restricted based on the us- 
er's profile. 

ONLINE SPARE PARTS MODULE 

[0034] Access to Online Spare Parts Module 1 8 is se- 
cured by user password. Online Spare Parts Module 18 
provides a searchable online catalog for spare parts. 



Module 18 also allows users to order spare parts and 
obtain information on those orders. 
[0035] In one embodiment, functionality of Online 
Spare Parts Module 18 is provided by an OrderManag- 

5 er™ application licensed from SpaceWorks™, Inc. A 
standard OrderManager package provides at least one 
of, a customizable user interface, a fully searchable cat- 
alog, order submission, inventory availability, order 
tracking and account status, order approval, order ful- 

10 fillment, account-specific pricing, and saved-order tem- 
plates. 

[0036] Once a user gains access to module 18, the 
user can search a catalog database for the desired 
parts. The catalog database contains information for 

*5 each part, such as price, catalog lead-time, availability 
of the part, whether there is an alternate part, whether 
the part supercedes other parts, whether the part has 
been superceded by other parts, and history of each 
part. The user does not search the entire catalog data- 

20 base, but rather, portions of the database are presented 
to the user which are user specific as dictated by the 
user profile. Thus, for example, if a user only owns en- 
gine model A, only parts for engine model A are present- 
ed to the user. The user can search by complete part 

25 number or partial part number and wildcard characters. 
[0037] The user can select parts for purchase and 
thereby compile an order list. The order lists can be 
saved on server 14. The user can then retrieve informa- 
tion on these orders such as status of the order, details 

30 of the order, and order and shipment confirmation. 
Moreover, the status of the order can be obtained wheth- 
er the order was placed through a web interface or 
through another data exchange format, for example, the 
Electronic Data Interchange ("EDI") format. EDI is one 

35 known standard format for exchanging business data. 
In one embodiment, the online spare parts catalog is 
contained in a SPACEWORKS™ Data Warehouse. 
[0038] Once a user determines the part to be ordered, 
the user enters the order information through a GUI to 

40 the SPACEWORKS ORDERMANAGER™ application 
which creates a fixed length flat file containing the order, 
places the file in an order folder, and sets the status of 
the orderto "In Process". Order folders are checked pe- 
riodically, e.g., every five minutes, and then flat files con- 

*5 taining orders are placed on an incoming order queue. 
A program is executed on a scheduled basis to retrieve 
the orders from the incoming order queue, apply busi- 
ness logic to the orders, place the orders according to 
a mainframe file management system, and produce an 

so acknowledgement file. The acknowledgement file is 
placed in an outgoing queue, and written to an acknowl- 
edgement folder in the ORDERMANAGER™ applica- 
tion. The orders within the mainframe file management 
system are then added to the ISSES database within 

55 system 28. When an acknowledgement file is received 
on an order, the status of the orders is updated to "Sub- 
mitted". 
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ONLINE PRODUCT SUPPORT MODULE 

[0039] Access to Online Product Support Module 20 
is secured by user password. Online Product Support 
Module 20 provides technical documentation online in- 5 
eluding service bulletins, an illustrated parts catalog, en- 
gine shop manuals, standard practices manuals, engine 
data submittals, and fleet highlights. Availability of infor- 
mation is user customized. Thus a user will only be able 
to access technical documentation for engines and io 
parts which that user already owns. 
[0040] Technical data contained in the technical doc- 
umentation provided by Online Product Support Module 
20 is typically created and owned by the owner of serv- 
ers 12 and 14. However, functionality of Online Product 15 
Support Module 20, with the exception of dashboard re- 
ports described below, may be created and implement- 
ed by any service provider of e-publishing solutions, i. 
e., products and services directed toward putting docu- 
mentation, such as product support documents, online 20 
through a web interface. 

[0041] Service bulletins provide descriptions of most 
up-to-date service information for specific engines and 
parts. Only bulletins relevant to engines and parts 
owned by that user will be accessible by that user. The 25 
bulletins are searchable by keyword. 
[0042] An illustrated parts catalog ("IPC") provides 
graphical representations, i.e., GIF images, of parts or 
components and a parts listing specific to those parts or 
components. In addition to browsing the images and 30 
parts listings, a user may order from a parts listing from 
within the parts catalog. In one embodiment, a shopping 
cart icon appears next to each item in the parts listing, 
and if the user clicks the shopping cart icon, a shopping 
list window opens to allow the user to build a shopping 35 
list within the parts catalog. When the user is done com- 
piling the shopping list from within the parts catalog, the 
user submits the order by clicking an "Order" button in 
the shopping list window. The parts catalog is configured 
to "push" the order to the SpaceWorks OrderManager 40 
application as described above. 
[0043] Module 20 also includes other functions includ- 
ing fleet highlights, engine data submittals, and dash- 
boards. Fleet highlights are reports presented to the us- 
er which gives a monthly tally of all repairs done to an 
engine fleet owned by that user. An engine data submit- 
tal ("EDS") is a "birth certificate" for a new engine which 
lists all the life limited parts when the new engine is cre- 
ated. By accessing Online Product Support Module 20, 
users can view their EDSs for engines they own through so 
system 10. Dashboards are a graphical report of how 
effectively the Company is responding to a customer's 
needs, e.g., repairs are completed on-time 95% of the 
time. Users will be able to access dashboard reports re- 
lating only to engines and parts owned by that user as ss 
designated by the user/company specific data in that us- 
er's profile. 



ONLINE OVERHAUL COMMUNICATION MODULE 

[0044] Access to Online Overhaul Communication 
fttodufe 22 Ts secured by user password. Online Over- 
haul Communication Module 22 allows customers to ob- 
tain information on their engine overhaul jobs after the 
engines have been submitted to the repair shop. Once 
an engine is received by the repair shop, service engi- 
neers analyze the engines and input data into a central 
database, using one of servers 12 and 14, with client 
systems 16 located at the repair shop. Customers can 
then access this information via Online Overhaul Com- 
munication Module 22 through several types of online 
reports, i.e., dynamically created web pages using data 
from databases within servers 12 and 14. 
[0045] An engine receipt report provides a description 
of defects with the engine. In addition to a written de- 
scription, digitized photos of the customer's engine part 
showing defects needing repair may be stored as part 
of the databases within servers 1 2 and 14. Parts are au- 
thenticated against engine serial numbers. 
[0046] A missing-at-incoming report describes wheth- 
er the engine which was received by the shop is missing 
any parts. Sometimes a customer takes parts off an en- 
gine to use on another engine. Rather than having the 
customer support manager call the customer for instruc- 
tions, the missing-at-incoming report is generated. The 
customer is then given several options, such as buy a 
new part, or siave at test, i.e., using a part fron: the shop 
to run tests on the engine but do not ship the engine with 
that part, or no disposition, i.e., if the part is not neces- 
sary for testing or engine build, then do nothing. 
[0047] An initial cost estimate report provides an initial 
cost estimate of the overhaul job. The initial cost esti- 
mate is made by the customer service manager and up- 
loaded to databases within servers 12 and 14 via one 
of client systems 16, located within the repair shop. 
[0048] An engine status report provides the status of 
the overhaul job. Customers also have access to an in- 
itial findings report made by the shop. When a part 
comes into the shop, an initial inspection is made to de- 
termine the extent to which the part can be repaired - 
partial repair, full repair, or un-repairabte (scrap). The 
customer can search the databases within servers 12 
and 14 through Online Overhaul Communication Mod- 
ule 22 using a repair purchase order. The customer can 
then access a report, in one embodiment, including a 
JPEG image of the part, and a description of whether 
the part requires a partial repair, full repair, or cannot be 
repaired. 

ONLINE WARRANTY MODULE 

[0049] Access to Online Warranty Module 24 is se- 
cured by user password. Online Warranty Module 24 al- 
lows customers and repair shops to submit warranty 
claims and view claim information online. The initiator 
of the claim or a customer representative can edit the 
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claim information prior to submission of the claim. Claim 
information is restricted by access levels. For instance 
customers and overhaul shops will only be able to view 
information for claims they have submitted. Also, access 
can be restricted for that customer, e.g., the customer 
manager may be able to view all claims for that custom- 
er, but a customer representative may only be able to 
view claims submitted by that representative. Access is 
similar for the service side, i.e., Company managers 
may view all claims, but Company representatives may 
only view claims for particular customers. Claim infor- 
mation can be retrieved by searching for particular claim 
numbers or searching on a broad category, such as all 
claims at a particular status level. 

ONLINE COMPONENT REPAIR MODULE 

[0050] Access to Online Component Repair Module 
26 generally is secured by user password. Online Com- 
ponent Repair Module 26 provides two capabilities, an 
online catalog and a repair order status. The online cat- 
alog allows customers to view which repair services are 
offered for which parts. The customer can browse the 
catalog or search by part number or keywords. The cus- 
tomer then receives information such as return time, de- 
scription of the repair, and new repair information, i.e., 
repairs which have been developed since the last cata- 
log was issued. 

[0051 ] The customer also receives pricing information 
for the repair. Pricing for repairs may be customized for 
each customer and access to this customized pricing 
data is secured. Pricing for the repairs is maintained in 
a separate data table within one of servers 12 and 14. 
When the customer searches for a repair job, the system 
checks who the customer is and then checks if there is 
a special price for that customer for that repair job. If no 
special price exists, then the standard catalog price is 
used. 

[0052] There is no online ordering of repairs using 
system 10. The customer still ships into a repair shop 
the part(s) to be repaired. Once data relating to a repair 
job is entered into the databases within servers 12 and 
14 via one of client systems 16, the customer can re- 
trieve a repair order status report via Online Component 
Repair Module 26. The customer can retrieve this infor- 
mation by searching for an order number, or other crite- 
ria such as all open orders, ail shipped orders, all orders 
for a particular time period, or all open orders with a par- 
ticular part number. 

[0053] Module 26 provides contact information allow- 
ing the customer to send e-mail to a customer support 
representative. The customer indicates whether the 
customer wishes to be contacted via telephone, e-mail, 
or fax. 

[0054] Module 26 also provides links to the websites 
of commercial shippers. For example if a repair order 
status report indicates that the part has been shipped, 
but the customer has not yet received the part, a hyper- 



link to the shipper's website is provided so that the cus- 
tomer can easily access the shipper's site and track the 
shipment. 

[0055] Figure 2 is a simplified block diagram of Avia- 

5 tion Parts and Services System (APS) 40 including a 
server system 42, which includes a plurality of servers, 
and a plurality of client systems 16 connected to server 
system 1 8. Components in system 42, identical to com- 
ponents of system 1 0 (shown in Figure 1 ), are identified 

io jn Figure 2 using the same reference numerals as used 
in Figure 1. In one embodiment, client systems 16 are 
computers including a web browser, such that server 
system 12 is accessible to client systems 16 via the In- 
ternet. Client systems 16 are interconnected to the In- 

is ternet through many interfaces including a network, 
such as a local area network (LAN) or a wide area net- 
work (WAN), dial-in-connections, cable modems and 
special high-speed ISDN lines. Client systems 16 could 
be any device capable of interconnecting to the Internet 

20 including a web-based phone or other web-based con- 
nectable equipment. A database server 46 is connected 
to a centralized database 50 containing aviation parts 
and repair related information on a variety of customers. 
In one exemplary embodiment, Database 50 includes 

25 various Oracle database modules 18, 20, 22, 24, and 
26 (shown in Figure 1), as described above in greater 
detail. In one embodiment, centralized database 50 is 
stored on server system 42 and can be accessed by po- 
tential users at one of client systems 1 6 by logging onto 

30 server system 12 through one of client systems 16. In 
an alternative embodiment, the centralized database 50 
is stored remotely from server system 12. 
[0056] The architectures of system 1 0, as well as var- 
ious components of system 1 0, are exemplary only. Oth- 

35 er architectures are possible and can be utilized in con- 
nection with practicing the described processes. 
[0057] Figure 3 is a flow chart 200 utilized by APS 1 0. 
Under the web-based system 10 (shown in Figure 1), 
the user accesses 210 home page of the web site 

^0 through client system 16 (shown in Figure 1). Server 
system 14 (shown in Figure 1) downloads 220 and dis- 
plays 230 several options. Once the user selects 240 a 
specific option out of various hypertext links, the request 
is sent to server system 1 4. Selecting 240 a specific op- 

45 tion is accomplished either by click of a mouse or by a 
voice command. The selected option is transmitted 260 
to server system 12. Once server system 12 receives 
270 a request, server system 1 2 accesses 280 databas- 
es and applications 18, 20, 22, 24, 26, and 28 (shown 

50 in Figure 1 ) and retrieves 290 pertinent information from 
databases (shown in Figure 1). The requested informa- 
tion is downloaded 292 and provided 300 to client sys- 
tem 16 (shown in Figure 1) from server 12. Server sys- 
tem 12 provides 300 the requested information to the 

55 user by either displaying 31 0 the information on the us- 
er's display or by printing 312 it to an attached or a re- 
mote printer. The user continues to search various da- 
tabases for other information, updates 330 the database 
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20 by adding 334 folders or files, deleting 336 folders or 
files to database 20 with new or revised information, or 
exits 350 from system 10. 

|0058J Updated Information 354 is received 356~by 
server system 1 2 for storing 358 in appropriate databas- 5 
es. The user also updates 330 the database 20 by add- 
ing, deleting or modifying the information regarding On- 
line Spare Parts Module 18 (shown in Figure 1), Online 
Product Support Module 20 (shown in Figure 1), Online 
Overhaul Communication Module 22 (shown in Figure 10 
1), Online Warranty Module 24 (shown in Figure 1), and 
Online Component Repair Module 26 (shown in Figure 
1). In another embodiment, client system 16, as well as 
server system 14, are protected from access by unau- 
thorized individuals. As described, system 10 is an in- '5 
teractive searchable database 50 (shown in Figure 2) 
for all aviation parts and services information and pro- 
vides flexibility to users to stay current with up-to-date 
information. The system provides the ability for users to 
directly update, review and generate quotations based 20 
on current information and provide up to date informa- 
tion to customers for their review. 
[0059] Figure 4 is yet another exemplary embodiment 
of a method flow chart 400 utilized by the APS 10. The 
method practiced by APS 1 0 is a method for accessing 25 
aviation parts and services information by internal users 
and external customers using the Aviation Parts and 
Services System. Method 400 improves communication 
and customer satisfaction. Method 4G0 is practiced by 
logging 404 onto the system through a network. Method 30 
400 comprises the steps of accessing 408 various da- 
tabases, and receiving 410 aviation parts and services 
information. The information that is gathered is gathered 
via an intranet data capture screen, image capture work- 
station 414 or simply entering historical or current data 35 
into various databases. 

[0060] Accessing 408 includes accessing at least one 
of Online Spare Parts Module 18 (shown in Figure 1), 
Online Product Support Module 20 (shown in Figure 1), 
Online Overhaul Communication Module 22 (shown in *o 
Figure 1), Online Warranty Module 24 (shown in Figure 
1), and Online Component Repair Module 26 (shown in 
Figure 1). Accessing further involves accessing sub- 
components of each of these modules. 
[0061] Receiving 410 aviation parts and services in- 
formation includes receiving detailed visual inspection 
information for aircraft engine component parts submit- 
ted for repair as well as costs associated with repairing 
component parts by parts serial numbers. The informa- 
tion received also includes at least one of an aircraft so 
component part repair status, a part non-repair status, 
a type of repair to be conducted, a primary non-repair- 
able defect status including a cause of non-reparability, 
digital images of the primary non-repairable defect, and 
a quote for repairing the type of the repair by the part ss 
serial number. 

[0062] Method 400 further comprises the step of up- 
dating 420 the centralized database with the received 



information, receiving 430 an inquiry from a customer to 
obtain the inspection information, and finally retrieving 
440 the aviation parts and services information from the 
centratizeddatabaseby downloadrnp;450the requested 
information in response to the inquiry. The information 
downloaded includes information specific to each mod- 
ule. For example, Online Spare Parts Module 18 re- 
trieves 440 and downloads 450 customers with a 
searchable online catalog for spare parts; Online Prod- 
uct Support Module 20 retrieves 440 and downloads 
450 online technical documentation for engines and 
parts which customers already own, including valuable 
information such as service bulletins, an illustrated parts 
catalog, engine shop manuals, standard practices man- 
uals, engine data submittals, and fleet highlights; Online 
Overhaul Communication Module 22 retrieves 440 and 
downloads 450 for customers the information on their 
engine overhaul jobs once the engines have been sub- 
mitted to the repair shop including a detail description 
relating to the type of service required; Online Warranty 
Module 24 retrieves 440 and downloads 450 for custom- 
ers warranty claims information. Customers may submit 
claims using this module and view claim information on- 
line; and Online Component Repair Module retrieves 
440 and downloads 450 an online catalog and a repair 
order status configured with search capabilities by part 
number and key words. 

[0063] In another embodiment of the invention, once 
the information is retrieved 440 from the centralized da- 
tabase 50 by downloading 450, the customer reviews 
and analyzes 480 the information and takes appropriate 
steps. The retrieved information serves to improve com- 
munication with the customer since the customer has 
access to important business information needed to 
conduct the on-going business. The customer or the in- 
ternal user continues reviewing the data or exit 490 from 
the system. As discussed earlier, system 10 is designed 
to facilitate communication of aviation parts and servic- 
es information as well as seek approval from the cus- 
tomer, if needed, through the network to expedite the 
process. 



Claims 

1. A system (10) for ordering parts, submitting warran- 
ty claims, and obtaining product and repair informa- 
tion for aviation parts, for internal users and external 
customers, to improve communication and custom- 
er satisfaction, said system comprising: 

a device; 

a server system which includes a plurality of 
servers (12, 14) and secured based on pre-de- 
termtned criteria, said server system connected 
to said device and configured to receive infor- 
mation from a user via said device, said server 
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system further configured with at least one of 
an Online Spare Parts Module(18) , an Online 
Product Support Module (20), an Online Over- 
haul Communication Module (22), an Online 
Warranty Module (24), and an Online Compo- s 
nent Repair Module (26); 

a centralized database, said server system 
configured to be coupled to said device and 
said centralized database, said server system w 
further configured to: 

access at least one of an Online Spare 
Parts Module, an Online Product Support 
Module, an Online Overhaul Communica- is 
tion Module, an Online Warranty Module, 
and an Online Component Repair Module, 
all modules located on a plurality of servers 
of the aviation parts and repair system; 

20 

receive (410) aviation parts and services 
information after the user has been authen- 
ticated by the system based on pre-deter- 
mlned criteria; 

25 

update (420) the centralized database with 
the aviation parts and services information; 

receive (430) an inquiry from a customer to 
obtain the aviation parts and services infor- 30 
mation after the customer has been au- 
thenticated by the system based on pre- 
determined criteria; and 

retrieve (440) the aviation parts and serv- 35 
ices information from the centralized data- 
base in response to the inquiry. 

2. A system (10) according to Claim 1 wherein said 
server system is configured with the Online Spare 40 
Parts Module (18) and further provides a searcha- 
ble online catalog for spare parts and allows users 

to order spare parts and obtain information on parts 
orders. 

45 

3. A system (10) according to Claim 2 wherein said 
Online Spare Parts Module (18) is further config- 
ured with an order manager, said order manager 
further configured with a customizable user inter- 
face including at least one of a fully searchable cat- so 
alog user interface, an order submission user inter- 
face, an inventory availability user interface, an or- 
der tracking and account status user interface, an 
order approval user interface, an order fulfillment 
user interface, an account-specific pricing user in- 55 
terface, and saved order templates. 

4. A system (10) according to Claim 3 wherein said 



searchable catalog is configured with lead time, part 
availability, alternative parts, whether the part has 
superceded other parts, whether or not that part has 
been superceded by other parts, and the part's his- 
tory. 

5. Apparatus for ordering parts, submitting warranty 
claims, and obtaining product and repair informa- 
tion for aviation parts, for internal users and external 
customers, to improve communication and custom- 
er satisfaction, said apparatus comprising: 

a client system (16); 

a server system which includes a plurality of 
servers (12, 14) and secured based on pre-de- 
termined criteria, said server system connected 
to said client system and configured to receive 
information from a user via said client system, 

a centralized database, said server system be- 
ing coupled to said client system and said cen- 
tralized database by a communication link, said 
apparatus further comprising: 

an Online Spare Parts Module (18) that 
provides customers with a searchable on- 
line catalog for spare parts; 

an Online Product Support Module (20) 
that provides online technical documenta- 
tion for engines and parts which customers 
already own, including valuable informa- 
tion such as service bulletins, an illustrated 
parts catalog, engine shop manuals, 
standard practices manuals, engine data 
submittals, and fleet highlights; 

an Online Overhaul Communication Mod- 
ule (22) that allows customers to obtain in- 
formation on their engine overhaul jobs 
once the engines have been submitted to 
the repair shop including a detail descrip- 
tion relating to the type of service required; 

an Online Warranty Module (24) that allows 
customers and repair shops to submit war- 
. ranty claims and view claim information on- 
line; and 

an Online Component Repair Module (26) 
that provides an online catalog and a repair 
order status configured with search capa- 
bilities by part number and key words. 

6. Apparatus in accordance with Claim 5 wherein the 
communication link is at least one of a wide area 
network, a local area network, an intranet and the 
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Internet; said apparatus being further configured 
with a Security Module capable of providing with the 
access only after the customers are authenticated 
based on previously stored profiTes. 

5 

7. A method (400) for the automation of parts ordering, 
warranty claim submission, and dissemination of 
product and repair information for aviation parts, us- 
ing an Aviation Parts and Services System (10) to 
improve communication and customer satisfaction, *o 
the system including at least one server (1 2), a cen- 
tralized database, and at least one client system 
(16), said method comprising the steps of: 

accessing (408) at least one of an Online Spare *5 
Parts Module (18), an Online Product Support 
Module (20), an Online Overhaul Communica- 
tion Module (22), an Online Warranty Module 
(24), and an Online Component Repair Module 
(26), all modules located on a plurality of serv- 20 
ers of the aviation parts and repair system; 

receiving (410) aviation parts and services in- 
formation after the user has been authenticated 
by the system based on pre-determined crite- 25 
ria; 

updating (420) the centralized database with 
the aviation parts and services information; 

30 

receiving (430) an inquiry from a customer to 
obtain the aviation parts and services informa- 
tion after the customer has been authenticated 
by the system based on pre-determined crite- 
ria; and 35 

retrieving (440) the aviation parts and services 
information from the centralized database in re- 
sponse to the inquiry. 

40 

8. A method (400) according to Claim 7 wherein said 
step of accessing (408) at least one of an Online 
Spare Parts Module (18), an Online Product Sup- 
port Module (20), an Online Overhaul Communica- 
tion Module (22), an Online Warranty Module (24), '5 
an Online Component Repair Module (26), further 
comprises the steps of: 

accessing (408) the Online Spare Parts Module 
which provides a searchable online catalog for so 
spare parts; and 

allowing the users to order spare parts and ob- 
tain information on parts orders. 

55 

9. A method (400) according to Claim 8 wherein said 
step of accessing (408) the Online Spare Parts 
Module (18) further comprises the steps of: 



accessing an order manager wherein a fully 
searchable catalog presented to the user only after 
the user profile has been validated based on the 
pre-determined user criteria; and then further ac- 
cessing a customizable user interface including at 
least one of the fulfy searchable catalog, an order 
submission user interface, an inventory availability 
user interface, an order tracking and account status 
user interface, an order approval user interface, an 
order fulfillment user interface, an account-specific 
pricing user interface and saved order templates., 

10. A method (400) according to Claim 9 wherein said 
step of accessing the fully searchable catalog fur- 
ther comprises the step of accessing at least one of 
a part lead time, part availability, alternative parts, 
whether the part has superceded other parts, 
whether or not that part has been superceded by 
other parts, and the part's history. 
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